
Air Pumps
Brand Model Volt Watt Amp HZ CFM @ 0 PSI Cord Length Warranty (Years) Perks Max Depth Qmax/Air Flow (L/min) Max PA Noise (dBA) HP

Easy Pro Pond SRC-50 115 340-586 3.6 60 4.5 5 ft 2 Oil-Less Piston 30 ft 127 - <65 1/2

Hailea

HAP-60 120 55 - 60 2.2 6 ft 1 Low Consumption 7 ft 60 0.035 40 -
HAP-120 115 125 - 50 4.3 6 ft 1 Low Consumption 7 ft 120 0.038 45 -

ACO-9720 120 20 - 60 0.8 4 ft 1 Waterproof 6 ft 30 0.025 40 -
ACO-9730 115 50 - 60 2.1 6 ft 1 Waterproof 6 ft 60 0.035 40 -

HiBlow

HP-60 120 51 - 60 3.5 6 ft 1 Waterproof 6 ft 100 - 35 -
HP-80 120 71 - 60 4.2 6 ft 1 Waterproof 6 ft 120 0.025 36 -

HP-100LL 120 75 - 60 4.5 6 ft 1 Long Life 7 ft 130 0.025 42 -
HP-120LL 120 100 - 60 5.2 6 ft 1 Long Life 8 ft 150 0.025 45 -
HP-200 120 250 - 60 8.4 6 ft 1 Waterproof  8 ft 240 0.030 48 -

Jacod

PA-35 110-115 20 - 50 1.5 6 ft 1 Super Silent 6 ft 35 0.028 32 -
PA-60 110-115 38 - 50 3.5 6 ft 1 Super Silent 6 ft 60 0.035 35 -
PA-80 110-115 55 - 50 3.8 6 ft 1 Super Silent 7 ft 80 0.036 36 -

PA-100 110-115 65 - 50 5 6 ft 1 Super Silent 7 ft 100 0.038 38 -
PA-150 110-115 125 - 50 5.3 6 ft 1 Super Silent 7 ft 150 0.042 45 -
PA-200 110-115 200 - 50 7 6 ft 1 Super Silent 7 ft 200 0.045 46 -

Kasco Tech-Aire

KM-60C 120 - 2.4 60 3.8 6 ft 3 Oil-Less Piston - 107 - 65-70 1/4

KM-60HC 208-240 - 1.1 50/60 3.8 6 ft 3 Oil-Less Piston - 107 - 65-70 1/4
KM-120C 120 - 3 60 5.5 6 ft 3 Oil-Less Piston - 156 - 65-70 1/2

KM-120HC 208-240 - 1.5 50/60 5.5 6 ft 3 Oil-Less Piston - 156 - 65-70 1/2
KM-200C 120 - 5.4 60 7.4 6 ft 3 Oil-Less Piston - 210 - 65-70 3/4

KM-200HC 208-240 - 3.1 50/60 7.4 6 ft 3 Oil-Less Piston - 210 - 65-70 3/4

CA-Series

CA- 55 120 or 240 - 2.75* 60 4.50  6 ft 2-3** Oil-Less Piston 30-35 127 - - 1/4
CA-65 121 or 240 - 3.11* 60 5.50 6 ft 2-3** Oil-Less Piston 30-35 155 - - 1/4

CA-125 122 or 240 - 3.41* 60 6.80  6 ft 2-3** Oil-Less Piston 30-35 192 - - 1/2
CA-150 123 or 240 - 4.00* 60 7.80 6 ft 2-3** Oil-Less Piston 30-35 220 - - 1/2
CA-350 124 or 240 - 8.89* 60 16.00  6 ft 2-3** Oil-Less Piston 30-35 453 - - 1

* Amps @ 10 PSI 
** 3-year warranty if purchased with a Pond Pro approved post mount cabinet or shelf


